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WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

Tube
Reinforcement 

Cover
Cover Finish
Temperature 

Brick Red PVC 

Spiral Textile 

Brick Red PVC 

Smooth, Smooth 

-5°F to 170°F 

10101 RED PVC 
LAYFLAT ASSEMBLIES
This heavy-duty PVC water discharge hose is designed for use in 
construction, dewatering, agricultural and industrial applications. 

PVC tube and cover are designed to handle residual chemicals in water 
transfer applications.

Part #
Hose 

ID 
(IN)

Assembly 
OAL (FT)

End 1 End 2
Attachment 

Method

Approx. 
Assembly 

Weight 
(LBS)

End Material Fitting Style End Material Fitting Style

1010-150-0600-ALCXE 1 1/2 50 Aluminum Type C Aluminum Type E Crimp 17

1010-150-1200-ALCXE 1 1/2 100 Aluminum Type C Aluminum Type E Crimp 31

1010-200-0600-ALCXE 2 50 Aluminum Type C Aluminum Type E Crimp 20

1010-200-1200-ALCXE 2 100 Aluminum Type C Aluminum Type E Crimp 37

1010-300-0600-ALCXE 3 50 Aluminum Type C Aluminum Type E Crimp 32

1010-300-1200-ALCXE 3 100 Aluminum Type C Aluminum Type E Crimp 59

1010-400-0600-ALCXE 4 50 Aluminum Type C Aluminum Type E Crimp 49

1010-400-1200-ALCXE 4 100 Aluminum Type C Aluminum Type E Crimp 91

1010-600-0600-ALCXE 6 50 Aluminum Type C Aluminum Type E Crimp 78

1010-600-1200-ALCXE 6 100 Aluminum Type C Aluminum Type E Crimp 145
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